








 

2.) If the answer to the question in 1.) is yes, then an 

interested party (those affected by the action) can request 

review and reconsideration from the Wage and Hour Administrator 

(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to: 

 

            Wage and Hour Administrator 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

The request should be accompanied by a full statement of the 

interested party's position and by any information (wage 

payment data, project description, area practice material, 

etc.) that the requestor considers relevant to the issue. 

 

3.) If the decision of the Administrator is not favorable, an 

interested party may appeal directly to the Administrative 

Review Board (formerly the Wage Appeals Board).  Write to: 

 

            Administrative Review Board 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

4.) All decisions by the Administrative Review Board are final. 

 

================================================================ 

 

          END OF GENERAL DECISION 

 



 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 



IFB 17-029 Carino Park Bath Modernization 
 
 

SCOPE OF WORK          
 
 
INTRODUCTION 
 
The Housing Authority of Gloucester County is soliciting bids for the modernization of 50 apartment bathrooms at 
Carino Park Apartments located at 100 Chestnut Street Williamstown NJ 08094. 

Carino Park Apartments is an 8 story building consisting of 100 units. The tenants are seniors and people with 
disabilities. The project consists of all labor, materials, tools, and equipment required to replace bathroom vanities, 
medicine cabinets, vanity light fixture, lavatory faucet, shower valve trim, caulking of all joints and junctures, painting 
and thorough cleaning of all surfaces.  

The building will be fully occupied during the construction and contractor must not interfere with the daily operation of 
the building or the tenants. The replacement of bathroom fixtures must be accomplished within 1 day. At the end of 
the each day the tenant will return to the apartment and must be able to have full use of all spaces and a functioning 
bathroom. Painting of the room may be finished the following day. 
 

USE OF PREMISES  
 
During the construction period the Contractor shall have partial use of the existing building. Contractor to coordinate 
staging areas and building access with building superintendent before commencement of work or  material delivery. 
Contractor and employees may use public toilet facilities on ground floor of building during business hours. Use of 
the elevator for transporting materials and personnel will be strictly limited to the use of the cab lined with pads. Care 
must be taken to protect the interior finishes and all doors. Any damage will be repaired  and or replaced and cost 
passed on to contractor.  
Access to the building will be available by the security guard during working hours; 8AM until 5PM Monday through 
Friday. All personnel must sign-in each day when arriving and sign out when leaving. 
 
 
SUBMITTALS 
 
Make submittals for all equipment, fixtures and finishes for owner to review. Allow 7 days for review for each 
submittal. Allow 5 days for processing each resubmittal. No extension of the Contract Time will be authorized 
because of failure to transmit submittals enough in advance of the Work to permit processing. Place a permanent 
label or title block on each submittal for identification. Indicate name of firm or entity that prepared each submittal on 
label or title block. Highlight, encircle, or otherwise identify deviations from the Contract Documents on submittals.  
Distribute copies of final submittals to manufacturers, subcontractors, suppliers, fabricators, and installers, and others 
as necessary for performance of construction activities. Show distribution on transmittal forms. 
 
PERMITS 
 
Contractor to obtain all or any required Permits, Licenses, and Certificates: For Owner's records, submit copies of  
permits, licenses, certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for  fee 
payments (if applicable),and Certificate of Approval upon completion. 
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TEMPORARY  CONDITIONS 
 
Contractor to have use of building utilities during work related times provided it does not interfere with the normal 
functioning of the building or cause any hazards. Any areas which are not accessible contractor to provide all 
necessary means to accomplish task. 
Should contractor provide any temporary facilities of utilities that cost or use charges are not chargeable to Owner  
and shall be included in the Contract Sum. All temporary items are to be properly installed in accordance with all 
codes and standards relevant to item. 
 

PRODUCT DELIVERY, STORAGE, AND HANDLING  

Deliver, store, and handle products using means and methods that will prevent damage, deterioration, and loss, 
including theft. Comply with manufacturer's written instructions.  

Schedule delivery to minimize long-term storage at Project site and to prevent overcrowding of construction  spaces. 
Coordinate delivery with installation time to ensure minimum holding time for items that are flammable, hazardous, 
easily damaged, or sensitive to deterioration, theft, and other losses.  

Deliver products to Project site in an undamaged condition in manufacturer's original sealed container or other 
packaging system, complete with labels and instructions for handling, storing, unpacking, protecting, and installing. 
Inspect products on delivery to ensure that products are undamaged and properly protected. Store products to allow 
for inspection and measurement of quantity or counting of units. Store materials in a manner that will not endanger 
Project structure.  Store products that are subject to damage by the elements, under cover in a weather tight 
enclosure above ground, with ventilation adequate to prevent condensation. Comply with product manufacturer's 
written instructions for temperature, humidity, ventilation, and weather-protection requirements for storage.  
 
SITE COORDINATION 

Schedule delivery to minimize long-term storage at Project site and to prevent overcrowding of construction  spaces. 
Coordinate delivery with installation time to ensure minimum holding time for items that are flammable, hazardous, 
easily damaged, or sensitive to deterioration, theft, and other losses.  

Deliver products to Project site in an undamaged condition in manufacturer's original sealed container or other 
packaging system, complete with labels and instructions for handling, storing, unpacking, protecting, and installing. 
Inspect products on delivery to ensure that products are undamaged and properly protected.  

 
PRODUCT WARRANTIES  
 
Warranties shall be in addition to, and run concurrent with, other warranties required by the Contract Documents. 
Manufacturer's disclaimers and limitations on product warranties do not relieve Contractor of obligations under 
requirements of the Contract Documents. All work, including labor, to be under full warranty for a minimum of 1 year 
from date of substantial completion. This shall not reduce any guarantee or warranty provided by a manufacturer or 
supplier. 
 
PRODUCT SUBSTITUTIONS  
 
Owner will consider Contractor's request for substitution when substitution offers Owner a substantial advantage in 
cost, time, energy conservation, or other considerations; does not require extensive revisions to the Contract 
Documents; is consistent with the Contract Documents and will produce indicated results; is fully documented and 
properly submitted; will not adversely affect Contractor's Construction Schedule; has received necessary approvals 
of authorities having jurisdiction; is compatible with other portions of the Work; has been coordinated with other 
portions of the Work; and provides specified warranty.  
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EXISTING CONDITIONS 
 
Before beginning work, investigate and verify the existence and location of plumbing and electrical systems and other 
construction affecting the Work.  
Examine substrates, areas, and conditions, with Installer or Applicator present where indicated, for compliance with 
requirements for installation tolerances and other conditions affecting performance.  
Verify compatibility with and suitability of substrates, including compatibility with existing finishes or primers.  Examine 
roughing-in for plumbing and electrical systems to verify actual locations of connections before  equipment and 
fixture installation.  
Examine walls and floors, for suitable conditions where products and systems are to be installed. Proceed with 
installation only after unsatisfactory conditions have been corrected. Proceeding with the Work indicates acceptance 
of surfaces and conditions.  
 
INSTALLATION / SCOPE OF WORK 
 
Remove and dispose of existing vanity and prep concrete floor to receive new vanity. (35 each) 

(Note: All 15 ADA Units do not receive a vanity, shower valve trim, soap dish or tumbler holder, but do 
receive all the other items specified for the typical bath. Provide a unit price per ADA bathroom to install 
reinforcement behind drywall to support grab bar @ toilet). Submit unit price as a total for 15 units as an 
Alternate Deduct on page 2 of Bid Submission Form PO 501. 

Replace all floor and wall base tiles damaged during removal of old cabinet and fill any voids with matching tile and 
grout.  Consult owner for conditions when tiles are missing before construction. 

Set vanity on bead of silicone caulk and caulk along all joints between cabinet and adjoining surfaces. 

Reuse existing vitreous china sink and install on new vanity base, fasten per manufacturers specifications. In cases 
where the existing sink is a cultured marble vanity top; replace on a case by case determination by owner. Provide 
unit cost replacement on bid sheet. 

Install new lavatory faucet on sink and connect to water supplies with new braided flexible hoses.  

Provide new shut-off ball valve and new “P” trap for ADA units and typical units within vanity cabinet. 

Provide pipe wrap for lavatory in all ADA units. 

Medicine cabinet to be installed within existing recessed opening. Any adjustment or patching to be the responsibility 
of the contractor.  

Connect new Vanity Light Fixture to existing power source. Contractor is to provide all supplies to properly fasten and 
or connect fixture. Any required patching or touchup of adjacent surfaces to be contractor’s responsibility. 

Provide new Soap Dish and Toothbrush Holder at existing locations, install per manufacturers specifications. 

Provide products that comply with the Contract Documents, that are undamaged, and unless otherwise indicated, 
that are new at time of installation. Provide products complete with accessories, trim, finish, fasteners, and other 
items needed for a complete installation and indicated use and effect.  
 

CLEANING 
All debris to be stored in a dumpster daily or removed from the site by truck daily. Site to be keep clean and broom 
swept around staging area. All interior areas to be kept clean and hallways to remain cleared for residents to 
maintain access throughout the building.  
Clean and protect construction in progress and adjoining materials in place, during, handling and  installation. Apply 
protective covering where required to assure protection from damage or deterioration at Substantial Completion.  
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CLEANING Cont’d. 
Install masonite on all flooring coverings while handling demolition and delivery material. Masonite shall be installed 
directly before deliveries and removed directly after to alleviate any tripping hazardousShould a surface become 
damaged or dirty contractor to use appropriate means to restore to original condition. Should carpeted areas become 
marred or soiled Contractor shall provide Professional carpet cleaning services to all affected areas at the completion 
of project unless instructed by owner to provide such services at intermediate times.  
 
FINAL CLEANING   
Scrub all tile surfaces to remove all applied coatings and restore to original finish. Apply  household bleach solution 
as required to remove any mold or mildew. Remove any paint from fixtures or tiles. All fixtures, fittings, grab bars, 
cabinets, etc. to be wiped thoroughly clean at end of work. 
 
 
CASEWORK 
Provide and install new vanities in noted bathrooms (35 each): 

 
“Severe Use” Constructed  Vanities 18”wide x16”deep 

 
 Contractor to confirm compatibility with existing sinks and provide necessary modifications to   
 cabinets as required. 
 
Face Frame: 3/4" kiln-dried red oak or maple glued and screwed for long-term rigidity and strength. 
End Panels: 1/2" plywood fastened to face frame with tongue-and-groove. End panels are finished with wood veneer 
to match face frame finish. 
Back Panel: 1/4" plywood. 
Top/Bottom Panels: Wall cabinets constructed of 1/2" plywood dadoed into end panels and interlocked into hanging 
rails for strength. Base bottoms constructed similarly of 1/2" plywood. 
Hanging Rails: 3/4" x 3 1/2" hardwood rails on upper cabinets. 3/4" x 7" hardwood on base cabinets. 
Base Cabinet Braces: 1/2" x 2 1'2" plywood braces running full depth front to back of cabinets. Braces dadoed into 
face frame and end panels. 
Toe Kick: 3/4" pressure treated solid lumber on three sides of cabinet. Standard 2 1/2" deep and 3 1/2" tall toe 
space. Matching veneer finish toe base cover. 
Doors: 3/4" plywood slab door is KCMA Severe Use certified. 
Hardware: Semi-concealed, barrel hinges are standard. Fully-concealed hinges available upon request. 
Interior Finish: All interior surfaces are finished with light birch wood grain melamine capable of resisting water, 
alcohol, mild acids and household chemicals. 
Exterior Finish: Exposed wood surfaces are finished with stain, sealer and catalyzed varnish, capable of resisting 
water, alcohol, mild acids and household chemicals. 
Warranty: Cabinets to be certified by the Kitchen Cabinet Manufacturers Association to exceed or meet industry 
standards for construction and performance and meet the standards of ANSI A161.1-1990. All cabinets to carry a 
one-year warranty from date of purchase against defective material and workmanship.  

 
All cabinets to receive plastic laminate on side panel that faces toward tub and the toe-kick. Color to match 
cabinet finish. Submit samples for approval. 
 
SPECIALTIES 
Provide and install the following items at the same location as existing: 

New Recessed Medicine Cabinet 16” x 22” model #9661 by Bradley Corp. or equal 
New Soap Dish polished SS finish model #9015-63 by Bradley Corp. or equal 
New Tumbler and Toothbrush Holder polished SS model #9045 by Bradley Corp.or equal 
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LIGHTING 
 
Provide and install new LED light fixture to replace existing. Reuse existing rough-in and power supply. 
Contractor to provide all items  necessary for proper installation. 
 New surface mount LED fixture: FEIT ELECTRIC model 73802 or equal 
 
 
PAINTING 
 
All bathroom surfaces to be prepped and painted per manufacturers specifications.  
Paint to be roller and or brush applied (no spray application). 

Walls and Ceiling:  Primer Coat and 1 Finish Coat of Professional Series  
   Latex Paint, Satin Sheen by Valspar Paints. Color to be determined by  

    owner. 
Door Frame :   Prep and paint with DTM primer and DTM  Topcoat 100% acrylic semi-gloss 

    sheen.  Professional Series by Valspar or equal. Color to match existing. 
 
PLUMBING 
 
All labor, material and equipment necessary for the complete removal and installation of bath vanity, sink and faucet 
shall be included by the contractor in the submission of his bid. Contractor shall be responsible to obtain any permits 
should they be required. Housing Authority is tax–exempt and should not be charged any fees by the jurisdiction. 
 
Fixtures, materials or equipment obviously a part of the system and necessary for its satisfactory operation, although 
not specifically mentioned herein nor indicated shall be provided by this contractor without extra cost to the owner.  
 
Material and equipment mentioned and described in this specification shall be supplied complete in all details. 
Contractors shall confirm that the quotations that they use for equipment have been quoted in accordance with the 
specifications and the drawings. Errors by manufacturer's representatives shall not relieve the contractor, to provide 
the proper equipment of the obligation. 
 
INSTALLATION  
 
Remove and dispose existing vanity faucet, trap and shut-off valves. Install new vanity and faucet with existing sink 
as specified by manufacturer. All seams and junctures to be sealed and watertight with silicone caulk, color to match 
condition. 
Contractor to coordinate water shut-downs with building superintendent in order to schedule with tenants. Water 
shut-downs to be kept to a minimum of time not to burden the other tenants on the same riser. 
 
All trim shall be manufacturer's first grade line and all fixtures and trim shall be perfect in all respects.  
All faucets, fittings, traps, seat hinges, water and waste connections, and any other exposed metal part shall be 
polished chrome plate over nickel-plated brass unless otherwise noted. All faucets, fittings, handles and traps shall 
be plated cast brass unless otherwise noted. All pipe penetrations to receive matching escutcheon plate to seal gaps. 
Where piping penetrates drywall, seal around opening with proper sealant. If fire rated assembly fire sealant to be 
used that complies with UL test. 
 
Items furnished by named alternate manufacturer must be acceptable to the owner with respect to the scheduled 
items. The judgment of the owner is the sole and final determination as to the acceptability of the item being 
furnished by the alternate manufacturer.  
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FIXTURES AND FITTINGS 
All lavatory faucets shall be single lever washerless cartridge type with water saver feature not to exceed 1.2 gpm 
(gallons per minute). The valve body shall be polished chrome plated over nickel plated brass. 
 

Provide new single lever Lavatory Faucets : 
  Moen, Adler Series, Model WS84503 or equal 

Provide new quarter turn ball valve stops for lavatory and toilet fixture connections: 
Model #KTR19 by Brasscraft. or equal 

Provide new quarter turn ball valve stops for toilet fixture connections: 
Model #KTR19 by Brasscraft. or equal 

Replace lavatory trap with new1 ½”  P trap minimum 17gauge, polished chrome finish over brass:  
Model #PFPTB107by Proflo or equal. 

Provide new flexible stainless steel braided hose lines for lavatory and toilet connections 
 Model #Z8862 by Zurn or equal 
Provide new tub spout chrome finish: 

Model #M3804 by Moen or equal 
 Provide new trim and handle for existing Symmons Shower Valve polished chrome finish: 
  Model # SYT27 Escutheon 
  Model # SYT29A Dial Plate 

Model # SYT30 Dome  
Model # SYT31 Handle 

Provide protective covers for ADA lavatory piping and valves: 
 Model 28946-NT by Zurn or equal 

 
 



 

 

 

  

 

  

 

 

 

TYPICAL BATHROOM 

REPLACE VANITY AND FAUCET (REUSE EXISTING SINK), MEDICINE CABINET, LIGHT FIXTURE, 

SHOWER VALVE TRIM, SOAP DISH AND TOOTHBRUSH HOLDER AT EXISTING LOCATIONS. 

CAULK ALL JUNCTURES BETWEEN FIXTURES AND OTHER SURFACES. PAINT ENTIRE ROOM 

(WALLS, CEILING & DOOR FRAME). 



 

 

TYPICAL TUB 

REPLACE TUB SPOUT AND SHOWER VALVE TRIM 

CAULK JOINTS BETWEEN TUB AND TILE SURFACES 



 

 

  

 

 

 

  

 

 

ADA BATHROOM   

NO VANITY CABINET, SHOWER VALVE TRIM, TUMBLER AND SOAP DISH REQUIRED 

EXISTING LAVATORY MIRROR TO REMAIN; REPLACE MEDICINE CABINET ON ADJACENT WALL AND 

ALL OTHER ITEMS AS SPECIFIED FOR TYPICAL BATHROOM. 

INSTALL WALL REINFORCEMENT BEHIND DRYWALL TO SUPPORT EXISTING GRAB BAR @ TOILET 

(SUBMIT COST AS A UNIT PRICE WITH A MAXIMUM OF 15 UNITS TO BE DONE) 



 

 

 

  

 

TYPICAL EXISTING VANITY AND VITREOUS CHINA LAVATORY 

MODIFY NEW CABINET AS REQUIRED TO ACCOMMODATE EXISTING LAVATORY 




